Section 7: SPECIFICATION

7.10 Specification Tabla

Walch 2025 2026 2027 2028

. Model {Analog) {Analog) (Digital) (Digital]
Free Alr Displacement

CFM (L/min) @ 60 Hz 1.2 (34} 1.1{32) 1.1 (32) 1.2 (35)

mdihr {L/min} 42 60 Hz 1.7 {28} 1.6 {27} 1.8 (27) 1.8 (29
{Vacuum Level, in Hg 28,5 25,85 28.85 28.85
Ultimate Pressure, Torr {mbar) 8{12) 2(2.7) 227} Z(2.7)
Motor Horsepower (walls) 1753 (150) 175 {150) 155 {150) 115 150}
Bumpianti-Foam Button A MUA MYA YES
Tubing needed, 1.D. in (mm)_ 1i4" (7} 1/4% (7) 114" (7) 114" (7)
Intake ! Exhaust Thread NPT ag A8 8 38
Weight, Ibs (Kg) 30 (13.6) 30 (13.8) 30 (13.6) 30 {13.6)
Programmable

Rapaal Function i L Pt HiA YES

Store Frograms A WA NiA up oS

Times i Pl A =55 min.
Cwerall Dirmansions

L in, (cm) 13.6 (42.2) 13.6 (42.2) 15.6 (42.2) 13.6 (42.2)

W in. (cm) 12 (30.5) 12 (30.5) 12 (30.5) 12 (30.5)
|__Hin._{cm) 11.3 (28.7) 11.3 (28.7) 11.3 (28.7) 11.3 (2B.7)
Shipping YWeight. Ibs (kg) 36 (16.3) 36 (16.3) 36 (16.3) 36 (16.3)
Catakag Mumber

Wired for 115V, 60Hz, 1 Ph 202501 202601 202701 202801

with M. Amarican 115V Plug 1.58 158 1.54 1.54
Catalog Mumber

Wired for 230%, 50Hz, 1 Ph 202503 n'a 202703 202803

wilh Cont. Euro {Schiuka) Flug 0.754 0.7 58 LT
Catalog Mumber

Wired for 100Y, SVEOHZ, 1 Ph 202505 n'a 202705 202805

wilth M. Amarican 115Y F'IuH 1.54 1.54 164

Altitude 2000m

Max. relative humidity of BD% for temperatures up to 31C decreasing lineardy to 50% at 400
Supply Voltage +/-10%

Pallution Dagres 2

Installation Category 1|

Models 202503 and 202703 conform to ATEX Il 3G T4. [ATEX Group || (Explosive Atmospheras),
Category 3G (Gases), Temperature T4 {135 C))
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