
Specifications

Electrical Requirements
3608, 360Q-5: 120 Volts, 50/60 Hz, 5.0 Amps, 600 Watts

3608-1CE, 36Q8-6CE: 240 Volts, 50/60 Hz, 2.5 Amps, 600 Watts

3618, 3618-5: 120 Volts, 50/60 Hz, 12.0 Amps, 1600 Watts

3618-1 CE, 3618-6CE: 240 Volts, 50/60 Hz, 6.7 Amps, 1600 Watts

Temperature Range
All Models: Slightly above ambient to 220'C

Volume
3608, 3608-1, 3608-5, 3608-6CE:0.7 cubic feet
(19.8 liters)

3618, 3618-1CE, 36't 8-5, 3618-6CE:
2.3 cubic feet (65.1 liters)

Thermometer Type
3608, 3608-1, 361 8, 361 8-1 :
Bimetallic, dial type; range from 0"C
increments

3608-5, 3608-6, 361 8-5, 361 9-6:
Net Weight
3608, 3608-1 CE, 3608-5, 3608-6CE:

increments 83 lbs. (38 kg)

361 8, 361 8-1 CE, 361 8-5, 361 8-6CE:
150 lbs. (68 kg)

to 300"C in 5"C

LED Display; range from 0"C to 300'C in 1"C

Chamber Dimensions
3608, 3608-1CE, 3608-5, 3608-6CE:10"W x 12"D x 10"H
(25 x 30 x 25 cm)

361 8, 361 8-1 CE, 361 8-5, 361 8-6CE:
14"W x 20"D x 14"H (36 x 51 x 36 cm)

Overall Dimensions:
3608, 3608-1CE, 3608-5, 3608-6CE:1 9-718"W x 16"D x
16-1/4'H (50 x 40 x 41 cm)

361 8, 361 8-1 CE, 361 8-5, 361 8-6CE:
25"W x 25"D x 22'H (64 x 64 x 56 cm)
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Environmental Conditions
Operating: 15'C to 4O"C;2Oo/o to 80"/o relative humidity' non-condensing'

tnrtuttution category ll (overvoltage) in accordance with IEC 664'

Pollution OegreJZ in accordance with IEC 664'

2,000 meters.
-25"C to 65"C
10% to 85% relative humiditY

Declaration of Conformity
ior 220lo 240 volt, CE models onlY)

We trereny declare under our sole responsibility

of the following standards:
EN 61000-3-2
EN 6'1000-3-3
EN 61326-1

EN 61010-1

EN 61010-2-010

Thermo Fisher Scientific

419 Sutton Road
Southend On Sea
Essex SS2 5PH
United Kingdom

Copies of the Declaration of Conformity

that this product conforms with the technical requirements

Limits tor harmonic current emissions

Limits for voltage fluctuations and flicker

Etectrical equifment {or measurement, control' and

laboratory use; Part l: General Requirements

Safety requirements for electrical equipment for

measurement, control, and laboratory use'

Part l: General Requirements
part ll: Particular requirements for laboratory equipment for

the heating ol materials

pertheprovisionsoftheElectromagneticCompatibilityDirectiveS,/336/EEC,asamendedbyg2/31/EEC
and 93/6,/EEC, and per the provisions of the Low voitage Directive 73/23/EEC, as amended by 93/68/EEC'

TheauthorizedrepresentativelocatedwithintheEuropeanCommunityis:

are available uPon request
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