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Centrifuge 5415 D

Power supply: 230 V / 50 – 60 Hz
120 V / 50 – 60 Hz
see identification plate

Power requirement: 180 W

Max. rotational speed: 13,200 rpm

Max. centrifugal force: 16,110 rcf

Max. load: 24 x 2.0 ml Safe-Lock Micro Test 
Tubes or 36 x 0.5 ml tubes

Max. kinetic energy: 3,100 Nm

Max. density of
material to be centrifuged: 1.2 g/ml

Ambient temperature: 2 °C – 35 °C

Max. relative humidity: 75 %

Dimensions: Height: 230 mm
Depth: 310 mm
Width: 230 mm 

Weight (without rotor): 8.5 kg   

Acceleration time (230 V): < 13 sec.
Deceleration time: < 11 sec.

Acceleration time (100 / 120 V): < 15 sec.
Deceleration time: < 13 sec.

Centrifuge 5415 R

Power supply: 230 V / 50 – 60 Hz
120 V / 50 – 60 Hz
see identification plate

Power requirement: 300 W

Max. rotational speed: 13,200 rpm

Max. centrifugal force: 16,100 rcf

Max. load: 24 x 2.0 ml Safe-Lock Micro Test 
Tubes or 36 x 0.5 ml tubes

Max. kinetic energy: 3,100 Nm

Max. density of
material to be centrifuged: 1.2 g/ml
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Ambient temperature: 2 °C – 35 °C

Max. relative humidity: 75 %

Dimensions: Height: 249 mm
Depth: 450 mm
Width: 290 mm 

Weight (without rotor): 21.2 kg

Degree of pollution 2

Overvoltage category II

Acceleration time (230 V): < 13 sec.
Deceleration time: < 11 sec.

Acceleration time (100 / 120 V): < 15 sec.
Deceleration time: < 13 sec.

Technical specifications subject to change!
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