9 Appendix

BUCHI Rotavapor R-114

9 Appendix

9.1 Data

R-114 R-480 B-481 B-485
Unit type Rotavapor Basic Water bath Water bath Oil bath
Glass apparatus AV, G, S, E CR
Dimensions (W x H x D) 40x61x41cm 31x23x29¢cm 31x23x29¢cm 31x23x29¢cm
Weight 14 - 16 kg acc. 5,5 kg 5,6 kg 5,5 kg

to glass apparatus
Mains connection 3-pole (P, N, E) 3-pole (P, N, E) 3-pole (P, N, E) 3-pole (P, N, E)

via power cable via power cable via power cable via power cable
\oltage 100, 120, 230, 240V 120, 230V 120,230V 120,230V
Tolerance -15% - 10% -15% - 10% -15% - 10% -15% - 10%
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
Power consumption ~35W 1300 W 1300 W 1300 W
Current consumption at230V ~ ~0,2 A ~B6A ~6A ~B6A

at120vV  ~0,4A ~13A ~13A ~183A
Overvoltage category 2 2 2 2
Pollution severity 2 2 2 2
Drive Stepping motor
Speed range 5 — 240 rpm infinitely variable
Temperature control range 20-100°C 20-100°C 30-180°C
Display digital °C
Ambient temperature 10-35°C 10-35°C 10-35°C 10-35°C
Bath capacity 51 51 51
Internal diameter at top 282 mm 282 mm 282 mm
Overtemperature protection 140°C 140°C 260°C
Pressure load max. 6 bar
on condenser coil
Connected load at unit socket max. 100 W max. 100 W max. 100 W
Table 4: Technical data
9.2 Materials used

Part Material Material code
Quick-lift Cast aluminium alloy ALMG 9
Bellows Rubber EPDM
Electronic case Cast aluminium alloy ALMG9
Bath insulation Plastic PETP
Bath pan Stainless steel X5CRNI 1810
Bath base Cast aluminium alloy ALMG 9
Seal Polytetrafluor ethylene PTFE

Table 5: Materials
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