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15 Liter 15 Liter 20 Liter 28 Liter 45 Liter2

200°C 200°C 200°C 200°C 135°C

–30°C –40°C –30°C –30°C –25°C

915 W 1000 W 915 W 915 W 1400 W

8.35 x 10.88 x 5.5"
21.2 x 27.6 x 14 cm

8.35 x 10.88 x 5.5"
21.2 x 27.6 x 14 cm

9.85 x 12.45 x 5.5"
25 x 31.6 x 14 cm

12.35 x 14.13 x 5.5"
31.4 x 35.9 x 14 cm

21.6 x 15.68 x 5.5"
54.9 x 39.8 x 14 cm

• • • • •

• • • •

PP15R-30-A11B

PP15R-30-A12E

PP15R-40-A11B

PP15R-40-A12E

PP20R-30-A11B

PP20R-30-A12E

PP28R-30-A11B

PP28R-30-A12E

PP45R-20-A13D

PP45R-20-A12E

AP15R-30-A11B

AP15R-30-A12E

AP15R-40-A11B

AP15R-40-A12E

AP20R-30-A11B

AP20R-30-A12E

AP28R-30-A11B

AP28R-30-A12E

AP45R-20-A13D

AP45R-20-A12E

PD15R-30-A11B

PD15R-30-A12E

PD15R-40-A11B

PD15R-40-A12E

PD20R-30-A11B

PD20R-30-A12E

PD28R-30-A11B

PD28R-30-A12E

PD45R-20-A13D

PD45R-20-A12E

AD15R-30-A11B

AD15R-30-A12E

AD15R-40-A11B

AD15R-40-A12E

AD20R-30-A11B

AD20R-30-A12E

AD28R-30-A11B

AD28R-30-A12E

AD45R-20-A13D

AD45R-20-A12E

SD15R-30-A11B

SD15R-30-A12E

SD20R-30-A11B

SD20R-30-A12E

SD28R-30-A11B

SD28R-30-A12E

MX15R-30-A11B

MX15R-30-A12E

MX20R-30-A11B

MX20R-30-A12E

Capacity 7 Liter
(Low Profile)

7 Liter 7 Liter

Maximum Temperature1 200°C 200°C 200°C

Minimum Temperature -20°C -20°C -40°C

Cooling Capacity @ 20°C 200 W 200 W 505 W

Working Access (L x W x D) 6.18 x 5.59 x 5"
15.7 x 14.2 x 12.7 cm

6.18 x 5.59 x 5"
15.7 x 14.2 x 12.7 cm

6.18 x 5.59 x 5"
15.7 x 14.2 x 12.7 cm

Drain • • •

LidDock™ • • •
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Performance Programmable  120 VAC/60 Hz

240 VAC/50 Hz

PP7LR-20-A11B

PP7LR-20-A12E

PP07R-20-A11B

PP07R-20-A12E

PP07R-40-A11B

PP07R-40-A12E

Advanced Programmable  120 VAC/60 Hz

240 VAC/50 Hz

AP7LR-20-A11B

AP7LR-20-A12E

AP07R-20-A11B

AP07R-20-A12E

AP07R-40-A11B

AP07R-40-A12E

Performance Digital  120 VAC/60 Hz

240 VAC/50 Hz

PD7LR-20-A11B

PD7LR-20-A12E

PD07R-20-A11B

PD07R-20-A12E

PD07R-40-A11B

PD07R-40-A12E

Advanced Digital  120 VAC/60 Hz

240 VAC/50 Hz

AD7LR-20-A11B

AD7LR-20-A12E

AD07R-20-A11B

AD07R-20-A12E

AD07R-40-A11B

AD07R-40-A12E

Standard Digital  120 VAC/60 Hz

240 VAC/50 Hz

SD7LR-20-A11B

SD7LR-20-A12E

SD07R-20-A11B

SD07R-20-A12E

MX  120 VAC/60 Hz

240 VAC/50 Hz

MX7LR-20-A11B

MX7LR-20-A12E

MX07R-20-A11B

MX07R-20-A12E


