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6200
1/4 HP

6300
1/3 HP

6500
1/2 HP

6700
3/4 HP

6100
1 HP

Temperature Range -10° to +40°C (-10° to +70°C with heater option)

Temperature Stability ±0.1°C

Cooling Capacity1 @
(W)

0°C
+10°C
+20°C

400
600
850

300
500
700

530
990
1400

485
935
1280

750
1150
1700

765
1140
1775

875
1550
2300

975
1500
2200

1000
1925
2900

1200
1900
2650

Maximum Pressure 
psi (bar)

100 (6.9) 83 (5.7) 100 (6.9) 83 (5.7) 100 (6.9) 83 (5.7) 100 (6.9) 83 (5.7) 100 (6.9) 83 (5.7)

Maximum Flow gpm (l/min) 3.5 (13.2) 2.9 (11) 3.5 (13.2) 2.9 (11) 3.5 (13.2) 2.9 (11) 3.5 (13.2) 2.9 (11) 3.5 (13.2) 2.9 (11)

Power Requirements (V/Hz) 120/60 240/50 120/60 240/50 120/60 240/50 208-230/60 240/50 208-230/60 240/50

Part Number 120 VAC/60 Hz 6260T11A110B 6360T11A120C 6560T11A120C 6760T21A130D 6160T21A130D

Part Number 240 VAC/50 Hz 6250T21A130E 6350T21A130E 6550T21A130E 6750T21A130E 6150T21A130E

6200
1/4 HP

6300
1/3 HP

6500
1/2 HP

6700
3/4 HP

6100
1 HP

Temperature Range -10° to +40°C (-10° to +70°C with heater option)

Temperature Stability ±0.1°C

Cooling Capacity1

(W)
@ 0°C
+10°C
+20°C

400
600
850

300
500
700

530
990
1400

485
935
1280

750
1150
1700

765
1140
1775

875
1550
2300

975
1500
2200

1000
1925
2900

1200
1900
2650

Maximum Pressure 
psi (bar)

100 (6.9) 83 (5.7) 100 (6.9) 83 (5.7) 100 (6.9) 83 (5.7) 100 (6.9) 83 (5.7) 100 (6.9) 83 (5.7)

Maximum Flow  
gpm (l/min)

1.0 (3.8) 0.95 (3.6) 1.0 (3.8) 0.95 (3.6) 1.0 (3.8) 0.95 (3.6) 3.5 (13.2) 2.9 (11) 3.5 (13.2) 2.9 (11)

Power Requirements (V/Hz) 120/60 240/50 120/60 240/50 120/60 240/50 208-230/60 240/50 208-230/60 240/50

Part Number 120 VAC/60 Hz 6260P11A110B 6360P11A1120C 6560P11A120C 6760P41A130D 6160P41A130D

Part Number 240 VAC/50 Hz 6250P21A130E 6350P21A130E 6550P21A130E 6750P41A130E 6150P41A130E

6200
1/4 HP

6300
1/3 HP

6500
1/2 HP

6700
3/4 HP

6100
1 HP

Temperature Range -10° to +40°C (-10° to +70°C with heater option)

Temperature Stability ±0.1°C

Cooling Capacity1

(W)
@ 0°C
+10°C
+20°C

300
700
950

400
600
800

700
1000
1430

600
960
1180

850
1250
1800

765
1140
1775

975
1550
2350

1075
1600
2250

1100
1835
2900

1400
2050
2750

Maximum Pressure 
psi (bar)

10 (.69) 9.5 (0.66) 10 (.69) 9.5 (.66) 10 (.69) 9.5 (.66) 10 (.69) 9.5 (.66) 10 (.69) 9.5 (.66)

Maximum Flow  
gpm (l/min)

4.1 (15.5) 3.9 (14.7) 4.1 (15.5) 3.9 (14.7) 4.1 (15.5) 3.9 (14.7) 4.1 (15.5) 3.9 (14.7) 4.1 (15.5) 3.9 (14.7)

Power Requirements (V/Hz) 120/60 240/50 120/60 240/50 120/60 240/50 208-230/60 240/50 208-230/60 240/50

Part Number 120 VAC/60 Hz 6260M11A110B 6360M11A110B 6560M11A120C 6760M21A130D 6160M21A130D

Part Number 240 VAC/50 Hz 6250M21A130E 6350M21A130E 6550M21A130E 6750M21A130E 6150M21A130E

6000 Series Chillers with Turbine Pump

6000 Series Chillers with Positive Displacement Pump

6000 Series Chillers with Magnetic Drive Centrifugal Pump

1. Cooling Capacity based on 20°C (68°F) ambient temperature and a 50%/50% mix of ethylene glycol and distilled water as coolant
See pages 109 through 112 for 6000 Series Chiller options and accessories. 
Electrical plugs for the part numbers listed are standard U.S. and European types. See page 128 for additional plug types and part numbers.


